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FProposed Overlay at E xisting Floor Drains

GENERAL NOTES
Prior to pouring the new concrele deck, olf heavy or fogse rust, loose mill scote,and other ioose or polentialy delrimentol
foreign material sholf be removed from the surfeces in contac! with congrete. Tightly adhered paint may remoin unioss
otherwise noted. Removal shafl be accomplished by melhods that will no! damoge the slee! and the cost will be included
in the pay item covering removal of the cxisting concrefe. As direcfed by the Engineer, existing construction gccessories
welded fo the fop flange of beums and girders sholf be removed. The weld argas shall be ground fhish and inspecied for
cracks wsing magnetic poriicle festing (477 or dye penefront testing (PT} by qualified personnel gpproved by 1he fngineer.
Any cracks that cannot be removed by grinding Yy in. deep sholl be identified and reported fo the Bureou of Aridges ond
Structures for further gisposition, The cosl of removing welded accessories, grinding and inspacting weld arcos ond grinding
cracks will be poid for gecording o Article KI9.04 of ke Stondard Specilicelions.

. Plan dimgnsions, elevelion and detgils relative 1o exisling plans are subjecl fo nomingl consiruction varigtions. The Contacker

shalt fiefd verily exisiing dimensions and details affecting new construction ond moke necessary opproved odiusiments prior 1o
censtruction or ordering of materivls, Such varigtions sholl not be couse for odditionol compensafion for g chorge in soopg
of the work, however, the Confroctor wifl be paid Tor the quonifly aclually Furnished af the unit price bBid far ihe work,

. Joipt opening shall be adjusted cocording 1o Art. B20.04 of the Signdord Specificafions when fhe deck is poured af an

amblert temperoture ofher than 50 deg F.

- Reinforcement bars designoted (£) sholt be epoxy cooted.
. The new concrele deck surfoces sholf hove ifs fingl Finish Vined according to Article 420.09@X1
. The Confractor shalt us cxireme core during concrete removael 50 05 not to domoge the existing 257 precaost,

presfressed stay-in-place forms.

. Areas of deck repairs shown ore estimated. The Enginger shall show aclug! focations of the deck repairs on Ihe ¢s- buift plans.
. Existing pavement morkings sholl be temporarily covered prior to the applicalion of the deck surface fregiment, to prevent

the moterial rom being opplied fo the markings and fo protect the raflective proporties of the markings. The lemporory
covering moterigh used shall be Such that it wilf not affect fhe merkings refiechivity when removed ofter ooplicalion of the
deck surface froctment ond prior lo epening Traffic. Cost shalf be ingluded with Concrefe Removal.

TOTAL BILL OF MATERIAL INDEX OF SHEETS
_TEd UNIT 1 TOTAL L General Plen ang Flevation

Stone Riprap, Closs AS Sgte i & 2. Generdl Datg

Fiier Fobric RN 3. Stage Construction North Bound
x| POlymerized Hof-Mix Asphall Sucface Ton 4. Stage Censtruction South Bound

Cowrse, Mix "EY, N90 5. Temp Concrele Barrier details for

Loncrele Aemoval Lu vy Stage Construction

fro!eahve toal 59 7d . Werth Expgnsion Jt Concrele Removel

Concrele Superstruciure Cu ¥d .

Reinfercement Bars, Epoxy Logled Found o Rep fg{,c,:nena" North Bound

Hor Spiicers Eock 7. Deck Joint Lelaiis North Bound

Bratormed Joint Sirip Sl Fool & Deck Patching Pign South Bound

Woterprooting Membrane Sysiem S Yo 3. North Lxpongion Jt Concrefe Remova!
#* {fridge Dol Coucete Sealpe Sq Fi ond Replacement South Bound

Deck Slab Repair - (Partigh Depih) Sg vd 1 224 10, South Expansien Jt Concrele Removal

Deck Slab Repair - fufl Depih, Type 1t Sg vd | 2 and Replacement South Bound

Stlicone Joint Scolgr, 175 "7 Faol /3 1L Deck Joinl Detgils South Beund

2. Expansion Joint Detgils
13, Bar Splicer Assembly Detgils
® For Structure No. 060-0D22258, concrete sedler fo be applied fo the 4. Siope repoirs South Abufment
top and inside vertical faces of the porapets. South Bound

¥ For Struglure No. 0B0-0222S58, Minimum thickness of MMA surface course
is I's*.  Maximum tolgf fhickness of HMA Surfoce Course pius Wolerproofing
Membragne Sysfem is 2% ’
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